











Eco IC Package — turnkey solution for routine analysis

If throughput matters, you may opt for the Eco IC Pack-
age. This turnkey solution combines the Eco IC with an
863 Compact IC Autosampler including rack, vials, and
caps. With this setup, you can analyze a maximum of 36
samples completely unattended.
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Getting your samples clean for injection is the most cri-
tical requirement by far if you are doing water analysis
with your IC. Your automated Eco IC is ready to be fitted
with Metrohm Inline Ultrafiltration for the removal of
particles any time you need it.
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Straightforward control and data management by
MagIC Net ion chromatography software

Your Eco IC is controlled by the latest version of our tion. MaglC Net is available in 16 languages, among
MaglC Net ion chromatography software. MaglC Net them English, German, Chinese, Korean, Spanish, French,
features a graphical user interface with drag-and-drop  Japanese, Russian.

functionality enabling straightforward, intuitive opera-
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The analysis conditions are defined in the Method window. A click on the system component
in the graph gives you access to all the relevant parameters.
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Method Ident Sample type. Postion Injections. Status Volume Diution Sample amount | |
1|EcoIC 863 Blank Blank 1 1 READYO[1 10 1 1
2|EcolC 863 Standerd1 |Standard1 2 1 READYO/1 10 1 1
3|EcolC 863  Standard2  |Standard 2 3 1 READYO/1 10 1 1
4|Ecolc 863 Standerd3 |Standard3 4 1 READYO/1 10 1 1
S|EcolC 863 Standerd4 |Standard4 3 1 READYO/1 10 1 1
6|Ecolc 863 StanderdS |Standards 6 1 READYO/1 10 1 ?
7|EcolC_863 |Checkstand... Ch derd1 |7 1 READYO/1 10 1 1
8|Ec0IC 863 Tapwater_... Sample 8 1 READYO/1 10 1 1
P 9 |Eco1C_863 ‘Tapwater_... Sample 9 1 READYO[1 10 1 1

.
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¥ stop hardware when sample table is finished

The Workplace window is the platform for starting your determinations. You can carry out
both individual determinations and whole series of determinations.
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The powerful Database is the interface for data management, reprocessing and reporting.



Technical information

Eco IC Eco IC Package

Intelligent ion chromatography

MagIC Net Basic software included in delivery
iPump with 0.001-20 mL/min flow rate

IC Conductivity Detector with 0-15000 pS/cm
measuring range

iColumn technology

STREAM regeneration with peristaltic pump
Chemical anion suppressor with 10-year warranty
PC connection

Can be controlled by MaglIC Net Basic,
Professional, and Multi

Can be automated
1Q/0Q — validation documentation

Housing dimensions

1 separation column

MSM Rotor A included
USB

W/H/D 26/47/36 cm

1 separation column
L]
MSM Rotor A included
2 x USB

863 Compact IC Autosampler
included in delivery
W/H/D 26/47/36 cm +
W/H/D 26/47/43 cm
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Ordering information

2.925.0020  Eco IC: Intelligent ion chromatograph with IC Conductivity Detector and chemical suppression
2.925.1020  Eco IC Package: Automated intelligent ion chromatograph with IC Conductivity Detector and

chemical suppression

Additional automation options
2.858.0010 858 Professional Sample Processor

2.858.0020 858 Professional Sample Processor — Pump
2.858.0030 858 Professional Sample Processor — Pump — Injector

2.863.0010 863 Compact IC Autosampler
2.889.0010 889 IC Sample Center
2.889.0020 889 IC Sample Center — cool
2.919.0020 919 IC Autosampler plus

Additional software options
6.6059.322  MagIC Net 3.2 Professional
6.6059.323  MagIC Net 3.2 Multi

Additional suppressor options
6.2842.000  MSM-HC Rotor A
6.2844.000  MSM-LC Rotor A
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